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Preface

This reference manual explains about the Kitting Tool.

[ Cautions!!]
This tool is developed to work with Casio Android products other than IT-G400. So, this
document and tools also include "Functions not supported by IT-G400".

IT-G400 does not support the following functions.

(1) Cradle kitting



1. Overview

The task of taking various settings to IT-G400 and installing application programs and preparing
them for use in business is called "kitting".

This tool is to make kitting work for IT-G400 efficient.
B General kitting work
In general kitting, we repeat the following work for each terminal one by one.

(1) Perform various settings

Set necessary items such as wireless LAN, server address, operator's account etc.
(2) Install applications

Install applications / programs to be used one by one

B In case of using KittingTool

(D Install needed application
( Create shortcuts if needed )
(2 Set common items for each terminal such
as wireless access point and server address.
(3 Backup settings to a file

Backup

Settings

(@) Install applications altogether.
(® Copy the file to terminal, then Restore it.

® Perform indivisual settings to each terminal.
(1.e. user name, etc. )

<< Kitting tool used in the above figure >>

(® Backup settings + + + KitSettings.apk

@ Restore settings « + + KitSettings.apk

® Install applications altogether + » + KitDevice.apk

® Perform indivisual settings + + + KitDevice.apk
Cautions!

Shortcuts created in (D will also be targets of Backup of (3. Therefore, restoration of &) needs to be
done after (@.



2. Outline of Kitting

Kitting tool eliminates mistakes caused by general kitting work by creating the definition file

beforehand.

This tool consists of the following tools.

<< Tools to be installed and used on IT-G400 >>

Tool name Description

1 KitSettings.apk It is used to Backup / Restore terminal settings (part of Android settings).

2 KitDevice.apk It is used to install applications on terminals and make individual settings.
The setting content to be set on the terminal using this tool must be created in
advance using KitData.xls (described later).

3 KitApp.apk It is used to delete (hide) applications unnecessary for work.

The information system department does not want operators to use
applications unrelated to work. In order to fulfill this hope, the IT-G 400 has
two functions.
(1) You can lock home screen and settings.
(2) You can erase unnecessary applications from the home screen.
This tool is used to "erase unnecessary applications from the home screen".
Use "power launcher" when locking home screen and setting. For details of
"Power launcher", refer to "Software Manual".

<< Uses to create definition file on PC >>

4 KitData.xls This is the source file for creating the definition file used by KitDevice. The

actual definition file is generated using Excel macros.
It works on Microsoft Excel (2003 ~ 2016).
(G0 ) ( PC N ( IT-G400 )
(Master terminal) ( Target terminals )
) . . . Internal storage ) ;
KitSettings 2| KitData . KitApp - .
% Capk) \:II_, (xlo) / microSD card % (apk) P Settings
Definition files T
Generates @ (osv) .
Backup by Macro S 1111 P KitDevice ..} Settings
~ (-apk)
Definition o~ ,~”‘ iys
Internal st ] files : - Ny
e e lg-_I (cesv) Bl e i EIZCkup e % Kit(SEttki;lgs *= ) Settings
N .ap.
' Backup .
file \. e -
. / J \_ J




3. KitSettings

3.1 Functions

Save the terminal settings to storage (Backup), or restore the saved settings to the terminal (Restore).
Causions!!
KitSettings restarts the terminal after restoring.

Also, be sure to restore the backed up data with the same OS version.

The settings targeted by this tool are shown in the table below.

Target of Backup/Restore Description

1 Settings app The contents set on the setting screen are targeted. For the
detail, confirm the following "Caution!".
2 Home display Save shortcuts placed on the home screen and contents
(i.e. Launcher2 app) displayed in the application list.
3 Power Launcher app "Power Launcher" is a tool to block use of home screen

(home key) with password.

KitSettings targets the setting of "Power Launcher".

4 ScanSettings app "ScanSettings" is a tool for setting barcode scanner. It is not
necessary to call Device Library from the application
program.

KitSettings targets the setting of "ScanSettings".
Please refer to the Device Library Manual for possible values
that can be backed up and restored by the ScanSetting.

5 Program Buttons app "ProgramButtons” is used to assign another function to the
trigger key or function key.

KitSettings targets settings of "ProgramButtons".

[ Cautions !! ]
"Backup / Restore" by KitSettings is realized by calling up the backup function and the restore function
of each application via "Android's Backup manager Service". "Setting" in the above table calls the
backup / restore function in Settings.apk via Backup manager service. Likewise, "Launcher2.apk" is
called for backing up the "home screen".
Therefore, be aware that the contents to be backed up / restored depends on the policy of each application,
not "all settings".
If the expected settings are not backed up / restored, set them manually.



] i 100% 10:09 AM

KitSettings

| File: /storage/sdcard0/KitSettings.ab I Select
1 | |

I Backup | I Restore |—

Gt =i=>®

i W @ 66% 5:20 PM

Full backup

A full backup of all data to a connected desktop
computer has been requested. Do you want to allow
this to happen?

If you did not request the backup yourself, do not

allow the operation to proceed

If you wish to encrypt the full backup data, enter a
password below.

I

DO NOT BACK UP BACK UP MY DATA

50 B

(D Path of the file used for backup or restore
@ Open dialog for changing the path above

(@ Back up settings
@ Restore settings

(® Start backup of data (password can be omitted)

® Start restoring data
(@ Exit this utility.

©) KitSettings
Do you exit or uninstall?

EXIT

UNINSTALL

U W .4 id74% 531PM

Full restore

A full restore of all data from a connected desktop
computer has been requested. Do you want to allow
this to happen?

If you did not request the restore yourself, do not
allow the operation to proceed. This will replace any
data currently on the device!

If the restore data is encrypted, please enter the
password below:

DO NOT RESTORE RESTORE MY DATA



4. KitDevice

4.1 Feature

This utility supports up kitting operation for the device.
It works on the device, and supplies following functions.

Table 4.1
No Feature Overview
1 | Files This function collectively executes to operate file and directory.
Install This function collectively installs application softwares (.apk) in storage (SD
card/..).
3 | Clipboard | This function copies character string into the clipboard.
4 | Settings This function makes it easy to configure Settings utility’s configuration items
which value should be unique for each device.

4.1.1 Files

This function collectively executes following operations for file/directory in accordance with
contents of definition file.

1 Copy file

2 Delete file

3 Create directory

4 Delete directory (Notel)

5 Copy direcotry

6 Unzip zip file (Note2)

7 Restore back-up data (Note3)

8 Silent install

Notel: KitDevice deletes specified directory including all sub-directories and files.
However read-only directories and external storage is not applicable (If these are specified,
an error will occur).

Note2: KitDevice can unzip only zip file which is zipped on IT-G400.
Check with your own risk when using ZIP file compressed with PC.

Note3: KitDevice can restore only back-up data that Backup/Restore utility generates.
After completing to restore, the device will be rebooted automatically.
KitDevice must not restore back-up data that Backup/Restore utility generates on the
device that KitDevice is installed. In this case, restore procedure will not work correctly.

4.1.2 Install

This function installs all application softwares (.apk) that are in root directory of storage (SD
card/Internal storage).

Note: If there is this utility on specified storage, it’s skipped to install this utlity.

4.1.3 Clipboard * Common for all devices

This function copies character strings into the clipboard.



This makes it easy to input key/password when you install application software.

4.1.4 Settings

This function makes it easy to configure Settings utility’s following configuration items which
value should be unique for each device.
1 Wi-Fi
2 Ethernet
3 More
4 Clipboard
Note: The purpose of this clipboard is to copy unique strings for each device.

On the other hand, the purpose of clipboard mentioned in “4.1.3 Clipboard” is to copy

common strings for all devices.

Configuration items

Configuration items which can configure by this utlity are shown below.

Note: The name of configuration item in following table is quoted from Settings utility (Android

standard utility).

Table 4.2 Configuration items (Wi-Fi)

No

Configuration item

Description

1

2

3

AN

O i0i~JiONin

10

Advanced
options

IP Settings

Alternative to get IP address via DHCP or STATIC 1P
address

IP address IP address when to connect with static IP address
Gateway Gateway when to connect with static IP address
Network prefix Network-prefix-length of subnetmask when to connect
length with static [P address

DNSI1 DNSI1 when to connect with static IP address

DNS2 DNS2 when to connect with static IP address

Proxy Settings

Alternative to configure proxy or NONE

Proxy hostname

Proxy hostname when to use proxy

Proxy port

Proxy port when to use proxy

Bypass proxy for

Bypass proxy when to use proxy

Note: Wi-Fi configuration by this utility works only for access-point which status is Connected or

Saved on Settings utility.




il Q@ W1 H94% 10:01 PM

'i é(l):n1n_(ag:ed — Con neCted
AP1_02 Saved
" Saved

V. API_03
V. API_04
Figure 4.1

Table 4.3 Configuration items (Ethernet)

No Configuration item Description
1 | TabletIP | IP Settings Specify to get IP address via DHCP or STATIC TP
or address
2 | ethO IP address IP address when to connect with static IP address
3 Gateway Gateway when to connect with static IP address
4 Network prefix Network-prefix-length of subnetmask when to connect
length with static [P address
5 DNSI1 DNSI1 when to connect with static IP address
6 DNS2 DNS2 when to connect with static IP address
7 Proxy Settings Specify whether to configure proxy or NONE
8 Proxy hostname | Proxy hostname when to use proxy
9 Proxy port Proxy port when to use proxy
10 Bypass proxy for | Bypass proxy when to use proxy

Table 4.4 Configuration items (More...)

No Configuration item Description
1 | Mobile Access | Name Name of access-point setting
2 | networks Point APN Name of access-point
3 Names | Proxy Proxy to connect
4 Port Port to connect
5 Username User-name to connect
6 Password Password to connect
7 Server Server address to connect
8 MMSC MMSC address to connect
9 MMS proxy MMS proxy to connect
10 MMS port MMS port to to connect
11 MCC MMC to connect
12 MNC MNC to connect
13 Authentication type | Authencication type to connect
14 APN type APN type to connect
15 APN protocol APN protocol to connect

Note: This configuration items are available on the device which supports Mobile networks.



4.2 Screen

4.2.1 Main activity

¥ 4 @A 100% 0:37

KitDevice :
Files
Def. File : /storage/sdcard1/KitDevice_FiIes.cva SELECT
== CreateDir /storage/sdcard0/test
== CopyFile /storage/Asdcardh /storage/sdcard0/test
sample.zip
Clipboard
p = UnZip /storage/AsdcardO/test/
sample.zip
== CopyDir /storage/sdcard0/test  /storage/sdcard0/test2
Settings
S T /storage/sdcard0/test/
EXECUTE RELOAD
Gl aol = Ji«fjl— 4
Figure 4.2
Table 4.5
No Item Description

1 | Select fragment Select the function (Files/Install/Clipboard/Settings) to execute.
The function selected in this fragment is shown on Execute fragment.

2 | Execute fragment | Display/execute kitting functions.

3 | Submenu Execute following submenus.
1 Reload (Option) : Reload definition file for option of this utility.
2 Option : Display Option activity.

See “4.2.6 Option activity” for its details.
3 Copy Devices  : Launch Copy Devices ulitity. (Notel)

4 KitApps : Launch KitApps ulitity. (Notel)
5 KitCradle : Launch KitCradle ulitity. (Notel)
6 Version : Display Veersion screen.
See “4.2.7 Version activity” for its details
4 | Exit Exit this utility. (Note2)

Notel: This menu appears in case tareget utility is installed on the device.
Note2: Following activity appears when to push this button.

(® KitDevice

Do you exit or uninstall?

EXIT CANCEL  UNINSTALL

Figure 4.3

Push EXxit button to terminate this utility, push Uninstall button to un-install this utility.
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4.2.2 Files activity

KitDevice

Files

¥ 4 @ 100% 0:37

Def. File : /storage/sdcard1 /KitDevice_FiIes.cva SELECT 2

== CreateDir

== CopyFile
Clipboard .
== UnZip

== CopyDir
Settings

— s

EXECUTE

/storage/sdcard0/test

/storage/sdcard1/
sample.zip

/storage/sdcard0/test/
sample.zip

/storage/sdcard(,‘test

/storage/sdcard0/tect/

/storage/sdcard0/test 4

/storage/sdcard0/test2

RELOAD 6

Figure 4.4
Table 4.6
No Item Description
1 | Definition file Specify definition file (KitDevice_Files.csv) for this function.
See “6 KitData” for its details.
2 | Select Display the activity to select definition file.
3 | Command list Show all operations specified in definition file.
4 | Execution check Check on/off operation to execute.
5 | Execute Execute opration specified in definition file.
6 | Reload Reload definition file.

Notel: Following progress activity appears when to push this button.

L/ Progressing ..

Figure 4.5

Icon in Command list will be updated in accordance with result. (¢: Success, #: Failed)

11



¥ 4 H100% 0:37
KitDevice :

Files

Def. File : /storage/sdcard1 /KitDevice_FiIes‘osvi SELECT

Install * CreateDir /storage/sdcard0/test

/storage/sdcard1/
sample.zip
/storage/sdcard0/test/
sample.zip

<M}

“ CopyFile /storage/sdcard0/test

Clipboard > .
UnZip

“ CopyDir /storage/sdcard0/test /storage/sdcard0/test2

18 8

Settings ‘
e et /storage/sdcard0/test/

EXECUTE RELOAD

Figure 4.6

Configration Items

Configuration items of this functionality are shown below.

Table 4.7
No | Configuration Description Value
Item (Notel)
1 | Command Specify the command of Files function. (Note2)
Parameterl Specify the first parameter of the command specified in above | Any string
Command column.
3 | Parameter2 Specify the second parameter of the command specified in Any string
above Command column.

Notel: It’s allowed to input only ASCII charcter font..
Note2: See following table for its details.

Table 4.8
No | Command Parameterl Parameter2
1 | CopyFile Path of source file to copy Path of destination file to copy
2 | DeleteFile Path of source file to delete -
3 | CreateDir Path of source directory to create | -
4 | DeleteDir Path of source directory to delete | -
4 | CopyDir Path of source directory to copy | Path of destination directory to
copy
6 | UnZip Path of source file to unzip -
7 | Restore Path of directory which stores Specifying reboot=no can suppress
backup data of Backup/ rebooting. Otherwise reboots after
Restore utility (Note3) restoring. (Note4)
8 | Silentlnstall | Path of directory which stores -
application softwares (.apk)

Note3: Path of directory which stores backup data is ““/storage/sdcard0”.
Noted: Parameter?2 of the Restore command can be used from version 1.05 or later of the definition
file.

12



<Example of definition file>

[Version 1.05]

CreateDir,/storage/sdcard0/usrdic
CopyFile,/storage/sdcard1/SAMPLE1.txt,/storage/sdcard0/usrdic/
CopyDir,/storage/sdcard1/SAMPLE2,/storage/sdcard0/
UnZip,/storage/sdcard1/SAMPLE3.zip
DeleteFile,/storage/sdcard1/SAMPLE3.zip
Restore,/storage/sdcard0
SilentInstall,/storage/sdcard1/SAMPLE3
DeleteDir,/storage/sdcard1/SAMPLE3

13




4.2.3 Install activity

\ 100% 0:40

KitDevice

Install 2
storage /Storage/sdcard1

'®1 KitApps0100010001.apk 2017/04/12 00:21:04 3
Install
INSTALL SILENT INSTALL RELOAD 6

Clipboard

Settings

Figure 4.7
Table 4.9
No Item Description
1 | Storage Select target storage to search application softwares (.apk) to install.
2 | Command list Show all application softwares (.apk) under target storage.
3 | Execution check Check on/off operation to install.
4 | Install Install all application softwares (.apk) checked at Execution check.
(Notel)
5 | Silent install Install silently all application softwares (.apk) checked at Execution
(Note2) check.
6 | Reload Search again all application softwares (.apk) in root directory of target
storage.

Notel: The activity to confirm installing application software appears when to push this button.
Icon in Command list will be updated in accordance with result. (¢: Success, #: Failed)
¥4 B 100% 0:40

KitDevice

Install
storage /Storage/sdcard1

- * KitApps0100010001.apk 2017/04/12 00:21:04
Install
INSTALL SILENT INSTALL RELOAD

Clipboard

Settings

Figure 4.8

Note2: Don’t execute when to install application softwares which require serial key / password/.. .

14



4.2.4 Clipboard activity
¥4 B100% 1:10
KitDevice :

Clipboard

Def. File : /storage/sdcard1/KitDevice_Clips.csv SELECT

L] ID CASIO CoPY

Clipboard PASSWORD ABCDEFG COPY

RELOAD
Settings

Figure 4.9
Table 4.10
No Item Description
1 | Definition file Specify definition file (KitDevice_Clips.csv) for this function.
See “6 KitData” for its details.
2 | Select Display the activity to select definition file.
3 | Command list Show all character string specified in definition file.
4 | Copy Copy character string into the clipboard.
(Notel)
5 | Reload Reload definition file.

Notel: Character string copied into the clipboard by this utility will be cleared when this utility is
terminated/un-installed.

Example of practical operation

1) The screen, which requires serial key for activation of application software, appears

Figure 4.10

2) Show this utility from Recent button

15



Figure 4.11

3) Copy character string into the clipboard

n

/usb1_storage/KitCopyClip.csv
ABZWNPAJBBYM
KG_
BnSyDdva

Figure 4.12

4) Return to the target screen (above 1), hold down input area on its screen, and paste character
string of clipboard (above 3)

Figure 4.13

Configration Iltems

Configuration items of this functionality are shown below.

Table 4.11
No | Configuration Description Value
Item (Notel)
1 | CopyTittle Specify the tittle of string to copy. Any string
CopyData Specify the configuration value of string to copy. Any string
This string is copied into clipboard by KitDevice utility.

Notel: It’s allowed to input only ASCII charcter font.

16



<Example of definition file>

[Version 1.0]
ID,CASIO
PASSWORD,N0123456

17




4.2.5 Settings activity

a”

Files

Install

KitDevice

Settings

Clipboard

Settings

/mnt/usb1_storage/KitDevice_Settings_Wifi.csv
/mnt/usb1_stor ettings_Ethernet.csv

/mnt/usb1_storage/K

® Device No Device ID Devic

Display Search Reload

ABCDEFG

Description

Specify definition file (KitDevice_Settings_Wifi.csv) for Wi-Fi setting.
See “6 KitData” for its details.

Display the activity to select definition file for Wi-Fi setting.

Specify definition file (KitDevice_Settings_Ethernet.csv) for Ethernet
setting.
See “6 KitData” for its details.

Display the activity to select definition file for Ethernet setting.

Specify definition file (KitDevice_Settings_More.csv) for More setting.
See “6 KitData” for its details.

Display the activity to select definition file for More setting.

Specify definition file (KitDevice_Settings_Clips.csv) for Clipboard
setting.
See “6 KitData” for its details.

Display the activity to select definition file for Clipboard setting.

Indicate the status of configuration values, specified in definition file, which
device NO/ID matches with that specified on this activity.

Specify number of target device specified in definition file.

Specify ID of target device specified in definition file.

Select one of following mode to search configuration values specified in
definition file.

(1) Search by device No

(2) Search by decice ID

(3) Search by device S/N (Serial Number)

Configure configuration values to the device.

Display the activity which indicates configuration values, specified in
definition file, which devie NO/ID matches with that specified on this activity.

Figure 4.14
Table 4.12
No Item
1 Definition file
(Wi-Fi)
2 | Select
3 Definition file
(Ethernet)
4 | Select
5 | Definition file
(More)
6 | Select
7 | Definition file
(Clipboard)
8 | Select
9 | Status (Notel)
10 | Device No
11 | Device ID
12 | Search Mode
(Note2)
13 | Set
(Note3)
(Note4)
14 | Display
15 | Next

Search configuration values, specified in definition file, which Device No/ID is

18




one more than that specified on this activity.

16 | Prev Search configuration values, specified in definition file, which Device No/ID is
one less than that specified on this activity.

17 | Search Search configuration values, specified in definition file, which devie NO/ID
matches with that specified on this activity.

18 | Reload Reload definition file.

19 | Clipboard Show character string specified in the record, which Device No/ID is matched
with Device No/ID specified on this activity, of definition file
(KitDevice_Settings_Clips.csv).

20 | Copy Copy character string into the clipboard.

Notel: Following status is shown.

Table 4.13

No Indication Status

Configuration values have never been configured to the device.

Configuration values have already been configured to the device.

Note2: Default value is read by definition file for option (KitDevice_Options.csv) when this

utility launches.

In case following all conditions are satisfied, this utility search automatically configuration

values from definition file

(a) Search mode is specified as Device S/N in definition file for option of this utility.

(b) Configuration value, which device serial number matches with current device serial
number, is specified in definition file.

In case Device S/N is specified, Device No/ID radio button will be disabled.

However in case only above condition (a) is satisfied, Search mode will be automatically
selected as Device No, and the head of configuration values in definition file will be
searched on the activity.

Note3: When this button is pushed, configuration for items (Wi-Fi/Ethernet/More) that definition

file path is specified on edit text of this activity will start.

And following progress activity appears.

b Progr

Figure 4.15

When to complete configuration, following toast message will appear.

[Result]
- Wi-Fi : Failed

- Ethernet : Success
- More i-

Figure 4.16

“Success” : Success to configure
“Failed” : Failed to configure
“.r : Not attempt to configure (definition file is not specified)

Device serial number of the device will be saved into definition file in case to succeed

configuration and satisfy following conditions.
1 There is no serial number, which match with that of current device, in definition file

19



2 Serial number is set up in the device

Note4: In case configuration for Wi-Fi/Ethernet was succeeded, following activity, which prompts

to reboot the device, will appear.

Cancel

Figure 4.17

Do you reboot device to enable Ethernet soon?

In case to push OK button of this activity, then rebooting the device will start automatically,

then configuration by this ulitity will be valid after rebooting the device.

In case Mobile networks (specified in KitDevice_Settings_More.csv) is configured, it
will take a while that the configuration value of Mobile networks will appear on Settings
utility after the device is rebooted.

Configration Items

Configuration items of this functionality are shown below.

(1) Wi-Fi
Table 4.14
No | Configuration Description Value
Item (Notel)
1 |ID Specify ID of target device to configure. Any string
2 | Serial number | Specify serial number of target device to configure. Any string
3 | SSID Specify SSID of access-point to connect. Any string
4 | IpAddr Specify IP address when to connect with static IP Any address
(Note2) address.
5 | Subnetmask Specify subnetmask when to connect with static IP Any address
(Network address.
prefix length)
(Note2)
6 | DefaultGateway | Specify gateway when to connect with static IP Any address
(Note2) address.
7 | DNS1 Specify DNS1 when to connect with static IP address. | Any address
(Note3)
8 | DNS2 Specify DNS2 when to connect with static IP address. | Any string
(Note3)
9 | ProxyHost Specify proxy hostname when to configure proxy. Any number
(Note4)
10 | ProxyPort Specify proxy port when to configure proxy. Any string
(Note4)
11 | ProxyExclusion | Specify bypass proxy when to configure proxy. Any string
12 | NTP Specify NTP server address. Any string
Note : If comma character is included in specified item, comma character with double quote at both
ends will be utputted in definitioin file.
Notel :It’s allowed to input only ASCII charcter font..

Note2 In case of using static IP, these are neccesarry to set. In case of using DHCP, these settings are

unnecessary.

Note3 Specify the DNS server address if needed. When omitted, it is treated as using DHCP.
Noted : Specify the proxy server address if necessary. If omitted, it is treated as not using proxy.

20




<Example of definition file>

[Wersion 1.1]
1,Devicel 1 HIM2AD0601,55
2, Devicel D2, HIM2ZA00602,55

10-1,192 1.60.1,255.255.255.0,192.1.60.200,192.1 £0.201,192.1.60. 202,proxy hosth, 8080, localhosta,
10-1,192 1,60.2,255.255.255.0,192.1.60.200,192.1 60,201,192.1.60. 202,proxy hosta, 8080, localhosta
3, Devicel D3 HIM2A00603,5510-1,192.1.60.3,255.255.255.0, 192, 160,200,192, 1 £0.201,192.1.60. 202 proxy.hosth, 8080, localhost
4,DevicelD4,HIM2A00604,5510-1,192.1.60 4,255.255.255.0,192.1.60.200,192.1,60,201,192.1.60.202,proxy hosta, 5080, localhosta
5, Devicel DS, HIM2A00605,5510-1,192.1.60.5,255.255.255.0, 192, 160,200,192, 1 60.201,192.1.60. 202 proxy . hosta, 8080, localhosta
&, Devicel D6, HIM2A00606,5510-1,192.1.60 6,255.255.255.0,192.1.60.200,192.1.60,201,192.1.60. 202, proxy hosta, 8080, localhosta
7 Devicel D7 HIM2A00607,5510-1,192.1.60.7,255.255 2550, 192,160,200, 192. 1 60, 201,192,160, 202 proxy. Hosta, 8080, localhosta
8,Devicel D8 HIM2A00608,5510-1,192.1.60.8,255.255.255.0,192.1.60.200,192.1,60,201,192.1.60. 202, proxy hosta, 8080, localhosta
9,Devicel D9, HIM2A400609,5510-1,192.1.60 9,255, 255.255 0,192.1.60.200,192.1,60,201,192.1.60. 202, proxy hosta, 8080, localhosta
10,DevicelD10,HIM2A00610,5510- 1,192 1.60.10,255.255.255 0,192.1.60.200,192.1,60 201,192.1,60. 202, proxy hosta, 8080, localhosta
11,DevicelD1 1, HIMZBO0E01,5510-1,1921.70.1,255.255.0.0,192.1.70.200,192.1,70.201,192.1.70. 202, prosey hostB, 9050, localhosts
12 DevicelD1 2 HIM2BOOEOZ,5510-1, 192 1.70.2,255.255.0.0,192.1.70.200,192.1.70.201,192. 1. 70. 202, prosey hostB, 9090, localhosts
13,DevicelD1 3, HIMZBO0E03,5510-1, 192 1.70.3,255.255.0.0,192.1.70.200,192.1,70.201,192. 1. 70. 202, prosey hostB, 9090, localhostB
14 DevicelD 14, HIM2BO0EO4,5510-1, 192 1.70.4,255.255.0.0,192.1.70.200,192.1,70.201,192. 1. 70. 202, prosey hostB, 9090, localhost®
15,DevicelD15,HIMZBO0R0S,5510-1, 192 1.70.5,255.255.0.0,192.1.70.200,192.1,70.201,192. 1. 70. 202, prosy hostB, 9090, localhostB
16, Device]D 16 HIM2BODEOS,5510-1, 192 1.70.6,255.255.0.0,192.1.70.200,192.1,70.201,192. 1. 70. 202, prosy hostB, 9090, localhost®
17 DevicelD1 7 HIMZBO0G07,5510-1,192 1.70.7,255.255.0.0,192.1.70.200,192.1,70.201,192.1.70. 202, prosey hostB, 9090, localhostB
18 Device]D18,HIM2BO0E08,5510-1,192.1.70.8,255.255.0.0,192.1.70.200,192.1,70.201,192. 1. 70. 202, prosey hostB, 9090, localhostB
19,DevicelD18 HIM2BONEOS,5510-1, 192 1.70.9,255.255.0.0,192.1.70.200,182.1,70.201,192.1.70. 202, proxy hostB, 9090, lacalhostB
20,DevicelD20,HIM2BO0610,5510-1, 192, 1.70.10,255.255 0.0,192.1,70.200,192.1.70,201, 192.1.70.202 proxy.hosts, 9090 localhostD

(2) Ethernet
Table 4.15
No | Configuration Description Value
Item (Notel)
1 |ID Specify ID of target device to configure. Any string
Serial number | Specify serial number of target device to configure. Any string
3 | IpAddr Specify IP address when to connect with static IP Any address
(Note2) address.
4 | Subnetmask Specify subnetmask when to connect with static IP Any address
(Network address.
prefix length)
(Note2)
5 | DefaultGateway | Specify gateway when to connect with static IP Any address
(Note2) address.
6 | DNSI Specify DNS1 when to connect with static IP address. | Any address
7 | DNS2 Specify DNS2 when to connect with static IP address. | Any string
8 | ProxyHost Specify proxy hostname when to configure proxy. Any number
(Note3)
9 | ProxyPort Specify proxy port when to configure proxy. Any string
(Note3)
10 | ProxyExclusion | Specify bypass proxy when to configure proxy. Any string
Note : If comma is included in specified item, comma with double quote at both ends will be outputed
in definitioin file.

Notel :It’s allowed to input only ASCII charcter font.

Note2 : In case this item is not specified, KitDevice utility will configure as DHCP on V-T500/
V-N500.

Note3 : In case this item is not specified, KitDevice utility will configure proxy settings as NONE.
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<Example of definition file>

[Wersion 1.0]

1,Devicel21, HIM2A00601,192.1 £0.1,255.255.2550,192.1 60.200,192.1.60.201,192.1.60.202,proxy hostd, 8080 localhosta
2,DevicelDZ,HIMZAQ0602,192.1 60.2,255.255.255.0,192.1 60.200,192.1.60.201,192.1 60 202, proxy.hostd, 3080 localhostd
3,DevicelD3, HIMZA00603,192.1 60.3,255.255.255.0,192.1 £0.200,192.1.60.201,192.1 60 202, proxy.hosta, 8080 localhostA
4,DavicelDd, HIMZA00604,192.160.4,255.255.255.0,192.1 60.200,192.1 60.201,192.1.60.202 proxy.hosta, 8080 localhosta
5,DevicelDS HIMZAD0605,192.1.60.5,255.255.255.0,192.1.60.200,192.1 60.201,192.1 60, 202, prowy hosta, 3080, localhostA
6,Devicel D6 HIMZAD0606,192 1.60.6,255.255 255.0,192.1.60.200,192.1 60.201,192 .1 60,202 proxy ;hosté, 8080, localhostA
7 DevicelD7 HIMZAO0607,192.1.60.7,255.255.255.0,192.1.60.200,192.1 60.201,192 1 60. 202, proxy hostd, 3080, localhostd
8,DevicelD8 HIMZA00608,192.1.60.8,255.255.255.0,192.1.60.200,192.1 60.201,192.1 60,202 proxy hosté, 8080, localhostA
9,Davicel D9 HIMZAD0609,192.1.60.8,255.255.255.0,192.1.60.200,192.1 £0.201,192.1 60,202 proxy .)hosta, 8080, localhosta
10,Devicel D10 HIMZAQ0610,192.1 60.10,255.255.255.0,192.1,60.200,192.1,60.201,192.1.60, 202, proxy . hosth, 80380, localhosta
11,BevicelD11 HIM2BO0G01,192.1.70.1,255.255.0.0,192.1.70.200,192.1.70.201,192.1.70.202 proxy.hostB, 9090, localhostB
12,Devicel D12 HIMZ2B00602,192.1.70.2,255.255.0.0,192.1.70.200,192.1.70.201,192.1.70.202 proxy hostB, 9090, localhostB
13,DevicelD13 HIMZBO0G03,192.1.70.3,255.255.0.0,192.1.70.200,192.1.70.201,192 1. 70.202 proxy.hostB, 9090, localhostB
14,DevicelD14 HIMZB00604,192.1.70.4,255.255.0.0,192.1.70.200,192.1.70.201,192.1.70.202 proxy.hostB, 8090, localhosiB
15,Devicel D15 HIMZBO0G0S,192.1.70.5,255.255.0.0,192.1.70.200,192.1.70.201,192.1.70.202 proxy.hostB, 8020, localhosiB
16,Devicel D16 HIMZBO0G0E,192.1.70.6,255.255.0.0,192.1.70.200,192.1.70.201,192.1.70.202 proxy.hostB, 9090, localhostB
17 DevicelD17 HIM2BO0G0T,192.1.70.7,255.255.0.0,192.1.70.200,192.1.70.201,192.1.70.202 proxy.hostB, 9090, localhostB
18,Devicel 218 HIM2B00608,192.1.70.8,255.255.0.0,192.1.70.200,192.1.70.201,192.1.70.202 proxy hostB, 9090, localhostB
19,Devicel D19 HIMZBO0G0S,192.1.70.9,255.255.0.0,192.1.70.200,192.1.70.201,192 1. 70.202 proxy.hostB, 9090, localhostB
20,Devicel D20 HIMZB00610,192.1.70.10,255,255.0.0,192.1.70.200,192.1.70 201,192.1.70. 202, proxy hostB, 9090, localhostB

(3) More

Table 4.16
No | Configuration Description Value
Item (Notel)
1 |ID Specify ID of target device to configure. Any string
2 | Serial number | Specify serial number of target device to configure. Any string
3 | Default Specify to set access-point as default or not. Nmumber
0: Not set
1: Set
4 | Name Specify name of access-point Any string
(Note2)
5 | Apn Specify address of access-point Any string
(Note2)
6 | Proxy Specify proxy to connect Any string
7 | Port Specify port to connect Any number
8 | Usemame Specify user-name to connect Any string
9 | Password Specify password to connect Any string
10 | Server Specify server address to connect Any string
11 | Mmsc Specity MMSC address to connect Any string
12 | MmsProxy Specify MMS proxy to connect Any string
13 | MmsPort Specify MMS port to to connect Any number
14 | MCC Specify MMC to connect Any number
(Note2)
15 | MNC Specify MNC to connect Any number
(Note2)
16 | AuthType Specify authencication type to connect. Number
0: None
1: PAP
2: CHAP
3: PAPor
CHAP
17 | ApnType Specify APN type to connect Any string
18 | ApnPtotocol Specify APN protocol to connect Number
0: IPv4

Note : If comma character is included in specified item, comma character with double quote at both
ends will be outputed in definitioin file.

Notel :It’s allowed to input only ASCII charcter font.

Note2 : These can not be omitted. If omitted, this APN setting itself is invalidated.
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<Example of definition file>

[Wersion 1.0]

1,DevicelD1 HIMZACOE01, 1,APMN1 . ne. o, Proxy 1,8080,User 1 Pass 1, Server 1D /fmims xo, 192.1.0.1,8000,400,20,0, "o wy",0
2,DevicelD2 HIM2A00602, 1,APMN1 o ne. jo, Prosy 1, 8080, User 2 Pass 2 Server 1, http: /fmms xx,192.1.0.1,8000,400,20,0, " vy, 0
3,DevicelD3 HIM2A00603, 1, APN1 oo ne. jp Prosey 1, 8080, User 3 Pass 3, Server 1, http: /fmms 3, 192.1.0.1,8000,400,20,0, "o yy",0
4,DevicelDd, HIM2A00604, 1,APN 1,3 .ne . Jo Proxy 1,8080,Userd Pass4, Server 1, hittp: //mms xx,192.1.0.1,8000,400,20,0, s, vy",0
5,0evicelDs, HIM2A00605, 1,APN1 300 ne. jo Proxy 1,8080,UsersS Passs,Server 1htp: //mms xx,192.1.0.1,8000,400,20,0, ", vy",0
6,DevicelD6 HIMZ2A00606, 1,APN1 0 ne. i, Prowy 11,8080, Usert Passt, Server 1, htp: /fmms.og 192.1.0.1,8000,400,20,0, "o wy",0

7 DevicelD7 HIM2A00607, 14PN o ne. Jp, Prosy 1, 8080, User 7 Pass 7 Server 1, http: /fmms xx,192.1.0.1,8000,400,20,0, " yy",0
8,DevicelDE,HIMZ2AC0608, 1,APN1 3. ne . jp Prowy 1,8080,User8 Passs, Server 1, hittp: //mims xx, 192.1.0.1,8000,400,20,0, s, vy, 0
9,DevicelD9 HIMZAD0609, 1,APN1 xx.ne. i, Proxy 1,8080,Userd Pass9, Server 1 hp: /fmms.x 192.1.0.1,8000,400,20,0, "o wy",0
10,DevicelD10,HIMZA00610,1,APN1 . ne jp,Proxy 1,8080,User 10 Pass 10,Server 1 hitp: /fmms ., 192,10, 1,8000,400,20,0, ", yy 0
11,DevicelD11,HIMZBO0S01,0,APN1 xocne. jp,Proxy 1,8080,User 11,Pass11,Server 1 hitp: /fmms ., 192,110, 1,8000,400,20,0, o yy",0
12, Devicel1 2, HIMZBO0G02,0,APN1 s ne., jp,Proxy 1,8080, User 12, Pass 12, Server 1 hitp: /fmims s, 1921 .0.1,8000,400,20,0, "o,y ',0
13,Devicell1 3,HIMZBO0E03,0,APM1 xx.ne. ip,Proxy 1,8080,User 13,Pass 13,5erver 1 http: /fmims o 192.1.0,1,8000,400, 20,0, "0wy",0
14,DevicelD14,HIMZBO0G04,0,APMN1 . ne, jp,Proxy 1,8080,User 14,Pass 14,Server 1 hitp: /fmms ., 192,10, 1,8000,400,20,0, o, yy "0
15,DevicelD15,HIMZBO0S0S,0,APN1 xocne. jp,Proxy 1,8080,User 15,Pass15,5erver 1 hitp: /fmms ., 192.1.0.1,8000,400,20,0, o yy",0
16,Devicel16,HIMZ2B00606,0,APN1 xx ne. jp,Proxy 1,8080, User 16,Pass 16,5erver 1 hitp: /fmms ., 192.1.0,1,8000,400,20,0, " vy "0
17 Devicel D17, HIMZBO0E07,0,8PM1 yocne, ip,Prosy 1,8080,User 17,Pass 17, Server 1 http: /fmims oo 192.1.0,1,8000,400, 20,0, %0 wy",0
18, DevicelD18,HIMZBO0E0S,0,APMN1 yo.ne. ip,Proxy 1,8080,User 18,Pass 18, 5erver 1 http: /fmims o 1921 0,1,8000,400, 20,0, "o ywy",0
19,DevicelD19,HIMZBO0G03,0,APN1 3 ne. jp,Proxy 1,8080,User 19,Pass 19,Server 1 hitp: /fmms ., 192,10, 1,8000,400,20,0, "x,yy",0
20,CevicelD20,HIMZB006 10,0, APN1 xx ne. jp,Proxy 1 8080, User 20 Pass 20, Server 1 http: /fmims o, 192.1.0.1,8000,400,20,0, “o,w "0

(4) Clipboard
Table 4.17
No | Configuration Description Value
Item (Notel)
1 |ID Specify ID of target device to configure. Any string
2 | Serial number | Specify serial number of target device to configure. Any string
3 | CopyTittlel XX | Specify the tittle of string to copy. Any string
(Note2)
4 | CopyData XX | Specify the configuration value of string to copy. Any string
(Note2) This string is copied into clipboard by KitDevice utility.

Note : If comma character is included in specified item, comma character with double quote at both
ends will be outputed in definitioin file.
Notel :It’s allowed to input only ASCII charcter font.
Note2 :In case this utility is in the initial state, value 1-10 are numbered at XX part in above table
beforehand. If these columns are in short for your usage, add columns (by copy and paste .. .).

<Example of definition file>

[Wersion 1.03]

1.DevicelD1,HIMZADDE01 CopyTittle1-1, CopyData1-1,CopyTittle1-2 CopyData1-2 CopyTittle 1-3 CopyData1-3
2 DevicelD2 HIMZAD0602 CopyTittle2-1 CopyDataZ- 1 CopyTittle2-2 CopyData2-2 CopyTittle2-3 CopyData2-3
3 .DevicelD3 HIMZADDE03 CopyTittle3-1 CopyData3-1,CopyTittle3-2 CopyData3-2 Copy Tittle3-3 CopyData3-3
4 DevicelD4 HIM2AD0604 CopyTittled-1,CopyDatad- 1, CopyTittled-2 CopyDatad-2 CopyTittled-3 CopyDatad-3
5 DevicelD5 HIMZADDG0S CopyTittle5-1, CopyDatas-1, CopyTittle5-2 CopyDatas-2 CopyTittle5-3 CopyDatas-3

Note:
- Consecutive number is automatically saved at the left end of each line in definition file when
definition file is generated by this utility.
- When Settings is done by KitDevice utility,
1) The flag which means saved status will be added at the right end of line in definition file.
2) Device serial number detected by the device will be saved into definition file

23



4.2.6 Option activity
’/ KitDevice

/mnt/usb1_storage/KitDevice_Options.csv

3
Figure 4.18
Table 4.18
No Item Description
1 | Definition file Specify definition file for option of this utility.
See “6 KitData” for its details.
2 | Select Display the activity to select definition file.
5 | Exit Exit this activity.

Configration Items

Configuration items of this functionality are shown below.

Table 4.19
No Configuration Description Value
Item (Notel)
1 | KitDevice Files Specify the path of Files function of KitDevice utility. Any string
[Default value] (Note2)
/storage/sdcard0/KitDevice Files.csv
2 | KitDevice Install | Specify the storage path which is searched by Install function | Any string
of KitDevice utility.
[Default value] (Note2)
/storage/sdcard(
3 | KitDevice Clips Specify the path of Clipboard function of KitDevice utility. | Any string

[Default value] (Note2)
/storage/sdcard0/KitDevice Clips.csv
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4 | KitDevice Settings | Specify the path of Settings function, concerning Wi-Fi,of | Any string
_Wifi KitDevice utility.
[Default value] (Note2)
/storage/sdcard0/KitDevice Settings Wifi.csv
5 | KitDevice Settings | Specify the path of Settings function, concerning Ethenet, | Any string
_Ethemnet of KitDevice utility.
[Default value] (Note2)
/storage/sdcard0/KitDevice Settings Ethemetcsv
6 | KitDevice Settings | Specify the path of Settings function, concermning More,of | Any string
_More KitDevice utility.
[Default value] (Note2)
/storage/sdcard0/KitDevice Settings Morecsv
7 | KitDevice Settings | Specify the path of Settings function, concerning Any string
_Clips Clipboard, of KitDevice utility.
[Default value] (Note2)
None
8 | KitDevice Settings | Specify the search mode to search configuration values, Number
_SearchMode specified in definition file, by KitDevice utility. 0: Device No
1: Device ID
[Default value] (Note2) 2 :Device
Device No serial no

Notel :It’s allowed to input only ASCII charcter font.
Note2 : In case definition file generated by this sheet is not existed when KitDevice utility launches, this
default value will be applied to KitDevice utility.

<Example of definition file>

[Version 1.0]

KitDevice_Files,/storage/sdcard1/KitDevice_Files.csv
KitDevice_Install,/storage/sdcard1

KitDevice_Clips,/storage/sdcard1 /KitDevice_Clips.csv
KitDevice_Settings_Wifi,/stotage/sdcard1 /KitDevice_Settings_Wifi.csv
KitDevice_Settings_Ethernet,/storage/sdcard1/KitDevice_Settings_Ethernet.csv
KitDevice_Settings_More,/storage/sdcard1/KitDevice_Settings_More.csv
KitDevice_Settings_Clips,/storage/sdcard1/KitDevice_Settings_Clips.csv
KitDevice Settings SearchMode,2
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4.2.7 Version activity

Version: 1.0

Figure 4.19
Table 4.20
No Item Description
1 | Version information | Display version information of this utility.
OK Exit this activity.
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5. KitApps

5.1 Feature

This utility supports up kitting operation for application softwares installed in the device.
It works on the device, and supplies following function.

Table 5.1
No Feature Overview
1 | Enable/disable This function enables/disables application softwares installed in
application software device.

5.1.1 Enable/disable application software

This function enables/disables application softwares installed in device.
The application software disabled by this utility disappears from the screen, and appears again if

enabled by this utility.

(1) Disable application software
The application software disabled by this utility will be in following state.
1 Icons and widgets on drawer and home screen will disappear. (Notel)
2 The information about application software will not be shown on Settings utility (Android

standard utility).

Notel : Icons and widgets disappeared from home screen will not appear even if enabled again.

(2) Enable application software
The application software enabled by this utility will be restored to its original condition (except

Icons and widgets on home screen).

27



5.2 Screen

5.2.1 Main activity

("] £ 29% 21:40
KitApps ?
= AGPSTestMode
E @ Android System WebView
2 Android> 2 7Ly
Android 7 1 7EEiE
‘5 ANT HAL Service

Backup & restore

Black Hole

) Bluetooth MIDI Service

Gl ol = k=3

Figure 5.1
Table 5.2
No Item Description
1 | Application softwares list | This list shows all application softwares installed in the device

(except this utility).

Following information of each application software is shown.
1 Application name

2 Package name

3 The state of enabled/disabled (Notel)

2 | Menu bar Execute following menus.
: Output the information of application softwares list into
following csv file. (Note2)
/storage/sdcard0/KitApps.csv
: Sort application softwares list. (Note3)
n : Show help activity of this utility. (Note4)
ﬂ : Show the activity of device information (Note5)

3 | Exit Exit this utility

Notel: The application software disabled by this utility is checked on.
(1) How to disable application software
Check on target application software at application softwares list of this utility.
It will take a few seconds to reflect in system.

Some application softwares may affect system and other application softwares.
If this kind of application software is disabled, system may be unstable or other
application software may not work correctly.

For that reason, please check about above matter before disabling an application
software.

(2) How to enable application software
Check off target application software at application softwares list of this utility.
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It will take a few seconds to be enabled.

Note2: File specification is shown below.
-Fontcode :UTF-8
- Format :CSV
- Contents : No, application name, package name, version name, version code

Note3: Icon indicates current sorting order.
: Sorted by application name  (default)
: Sorted by package name

It’s impossible to save this sorting order.

Note4: Following help activity appears.

o Help

KitApps hides an application on a screen.

[Hide an application]
Apps Settings
App icon and widget of drawer

An icon of home screen

[Output a file]
Directory: /storage/emulated/0/KitApps.csv

Figure 5.2

Note5: Following information is shown on the activity of device information.
1 Model number
2 Android version
3 Manufacture
4 Build number

o About Tablet

Model number:  IT-G400
Android version: 6.0.1
Manufacture : CASIO COMPUTER

CO., LTD.

Build number:  81.50 B1 (Mar 31
2017)
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6. KitData

6.1 Feature

This utility generates definition files for Kitting Tool.
It works on Microsoft Excel (2003-2016), and supplies following function.

Table 6.1

No Feature Overview

1 | Generate definition files | This function generates definition files for Kitting Tool.

6.1.1 Generate definition file

This function generates following definition files.

Table 6.2
No Target Definition file Overview
1 | KitDevice | KitDevice_Files.csv | This is definition file for Files function of KitDevice
utility.
2 KitDevice_Clips.csv | This s definition file for Clipboard function of
KitDevice utility.

3 KitDevice_Settings_ | This is definition file for Settings function,
Wifi.csv concerning Wi-Fi, of KitDevice utility.

4 KitDevice_Settings_ | This is definition file for Settings function,
Ethernet.csv concerning Ethernet, of KitDevice utility.

5 KitDevice_Settings_ | This is definition file for Settings function,
More.csv concerning More, of KitDevice utility.

6 KitDevice_Settings_ | This is definition file for Settings function,
Clips.csv concerning Clipboard, of KitDevice utility.

7 KitDevice_Options.c | This is definition file for option of KitDevice utility.
SV

8 | KitCradle | KitCradle_Settings_ | This is definition file for Settings function,
Ethernet.csv concemning Ethernet, of KitCradleutility.

9 KitCradle_Options.c | This is definition file for option of KitCradle utility.
SV

File specification is shown below.
-Format :CSV
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6.2 Screen

6.2.1 Main screen

B3 Microsoft Excel - KitData.xls
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Figure 6.1

This utility is constructed by following sheets.

Table 6.3
No Sheet Description
1 | KitDevice_Files This sheet enables to input configuration value and generate file for
KitDevice_Files.csv.
2 | KitDevice_Clips This sheet enables to input configuration value and generate file for
KitDevice_Clips.csv.
3 | KitDevice_Settings | This sheet enables to input configuration value and generate file for
(1) KitDevice_Settings_Wifi.csv
(2) KitDevice_Settings_Settings.csv
(3) KitDevice_Settings_More.csv
(4) KitDevice_Settings_Clips.csv
4 | KitDevice_Options | This sheet enables to input configuration value and generate file for
KitDevice_Options.csv.

31




6.2.2

KitDevice_Files sheet

This sheet enables to input configuration value and generate definition file KitDevice_Files.csv
for Files function of KitDevice utility.

B3 Microsoft Excel - KitDataxls
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Figure 6.2

Configration Items

See “Configration Items in 4.2.2 Files activity” for its details.

How to generate definition file

Push KitDevice_Files button on this sheet, then definition file KitDevice_Files.csv will be
generated.
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6.2.3 KitDevice_ Clips sheet

This sheet enables to input configuration value and generate definition file KitDevice_Clips.csv

for Clipboard function of KitDevice utility.

B Microsoft Excel - KitDataxls
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Figure 6.3

Configration Items

See “Configration Items in 4.2.4 Clipboard activity” for its details.

How to generate definition file

Push KitDevice_Clips button on this sheet, then definition file KitDevice_Clips.csv will be

generated.
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6.2.4 KitDevice_Settings sheet

This sheet enables to input configuration value and generate following definition file for Settings
function of KitDevice utility.

1) KitDevice_Settings_Wifi.csv . Definition file for Settings function concerning
Wi-Fi

2) KitDevice_Settings_Ethernet.csv  : Definition file for Settings function concerning
Ethernet

3) KitDevice_Settings_More.csv . Definition file for Settings function concerning
More

4) KitDevice_Settings_Clips.csv . Definition file for Settings function concerming
Clipboard
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Configration Items

See “Configration Items in 4.2.5 Settings activity” for its details.

How to generate definition file

Push KitDevice_Wi-Fi button on this sheet, then definition file KitDevice_Settings_Wifi.csv

will be generated.
Push KitDevice_Ethernet button on this sheet, then definition file KitDevice_Settings_Ether

net.csv will be generated.
Push KitDevice_More button on this sheet, then definition file KitDevice_Settings_More.csv

will be generated.
Push KitDevice_Clips button on this sheet, then definition file KitDevice_Settings_Clips.csv

will be generated.
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6.2.5

KitDevice_Options sheet

This sheet enables to input configuration value and generate definition file KitCradle_Options
.csv“ for option of KitDevice utility.

E Microsoft Excel - KitDataxls
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Figure 6.5

Configration Items

See “Configration Items in 4.2.6 Option activity” for its details.

How to generate definition file

Push KitDevice_Options button on this sheet, then definition file will be generated.
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